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10322500 HUMBOLDT RIVER AT PALISADE, NV
HUMBOLDT RIVER BASIN, UPPER HUMBOLDT RIVER BASIN 

LOCATION.--Lat 40°36′27″, long 116°12′03″ referenced to North American Datum of 1927, in SE ¼ SE ¼ sec.35, T.32 N., R.51 E., Eureka County, 
Hydrologic Unit 16040101, on right bank, 0.2 mi downstream from a Southern Pacific Railroad bridge, 0.5 mi downstream from Palisade, 0.8 mi 
upstream from Pine Creek, and at mi 316.10 above Derby Road bridge. 

DRAINAGE AREA.--5,053.2 mi². 

WATER-DISCHARGE RECORDS 

REVISED RECORDS.--WSP 1514, 1903-4, 1912, 1914.  WDR NV-00-1:  Drainage Area. 

PERIOD OF RECORD.--Oct 1902 to Sep 1906, and Jul 1911 to current year. 

GAGE.--Water-stage recorder. Datum of gage is 4,825.55 ft above National Geodetic Vertical Datum of 1929, from topographic map. Prior to Apr 1, 1939, 
nonrecording gages (water-stage recorder Apr 22 to Jun 3, 1935) at several sites within 0.5 mi of present site at various datums. 

REMARKS.--Records fair except for estimated daily discharges, which are poor. Diversions for irrigation above station. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 7,870 ft³/s, May 18, 1984, gage height, 10.08 ft; minimum daily, 2.0 ft³/s, Aug 25-28, 1931. 

EXTREMES OUTSIDE PERIOD OF RECORD.--Maximum stage known, about 17 ft, present datum, about Feb 28, 1910, from photographs and written 
statements of resident witnesses; discharge, about 17,000 ft³/s. 

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 5,520 ft³/s, May 20, gage height, 8.49 ft; minimum daily discharge, 31 ft³/s, Oct 1. 

 

http://pubs.usgs.gov/wdr/2005/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=10322500
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2004 TO SEPTEMBER 2005 

DAILY MEAN VALUES 
[e, estimated] 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 31 63 e59 82 e132 247 967 2,570 4,970 1,340 e195 70 
2 32 62 e58 e82 e132 272 886 2,520 4,990 1,260 e185 71 
3 33 62 58 e83 e132 290 919 2,400 4,630 1,200 e175 71 
4 35 62 59 e83 e133 300 972 2,320 4,110 1,160 e165 69 
5 36 62 59 e84 e133 334 989 2,000 3,780 1,130 e155 65 

6 35 61 61 e85 e133 361 986 2,080 3,480 1,120 e145 64 
7 35 60 74 e85 e133 380 1,100 2,170 3,100 1,080 e135 63 
8 35 62 77 e86 e134 425 1,190 2,190 2,980 1,050 e125 61 
9 35 65 84 e86 e134 476 1,150 2,420 2,960 1,020 e120 58 

10 35 66 90 e87 e134 564 1,170 2,620 2,930 972 e110 59 

11 37 65 91 e87 e134 686 1,130 2,800 2,460 950 e105 61 
12 37 65 113 e88 e134 749 1,110 3,200 2,320 882 e100 63 
13 39 66 118 e89 e134 900 1,120 3,510 2,160 838 e90 57 
14 42 68 121 e90 134 889 1,100 3,600 2,080 659 e85 54 
15 40 68 119 e92 138 888 1,080 3,620 1,930 603 e80 56 

16 40 68 115 e95 136 898 1,060 3,620 1,800 527 e75 57 
17 41 69 107 97 139 863 1,040 4,310 1,700 468 72 59 
18 46 70 105 100 148 827 1,030 4,360 2,030 435 68 55 
19 52 70 113 103 165 836 1,030 4,720 2,000 380 68 54 
20 60 69 113 e105 179 891 1,050 5,400 2,050 343 63 56 

21 64 68 108 e107 182 906 1,080 5,310 2,010 325 72 65 
22 57 67 88 e109 179 929 1,090 5,260 1,940 313 75 63 
23 58 64 100 e111 199 1,080 1,120 5,160 1,940 328 74 61 
24 62 63 100 e113 203 1,150 1,230 5,230 2,050 302 74 60 
25 66 66 103 e115 209 1,120 1,580 5,310 2,370 288 76 57 

26 64 68 110 e117 216 1,160 1,740 5,180 2,450 e275 75 55 
27 64 77 122 120 222 1,140 1,970 5,050 2,420 e260 72 55 
28 66 e70 118 e122 227 1,150 2,240 4,980 1,710 e245 74 54 
29 66 e64 117 e123 --- 1,150 2,410 4,950 1,540 e230 73 53 
30 64 e61 123 e125 --- 1,090 2,440 4,900 1,450 e220 72 53 
31 63 --- 116 128 --- 1,060 --- 4,870 --- e205 71 --- 

Total 1,470 1,971 2,999 3,079 4,408 24,011 37,979 118,630 78,340 20,408 3,124 1,799 
Mean 47.4 65.7 96.7 99.3 157 775 1,266 3,827 2,611 658 101 60.0 
Max 66 77 123 128 227 1,160 2,440 5,400 4,990 1,340 195 71 
Min 31 60 58 82 132 247 886 2,000 1,450 205 63 53 
Ac-ft 2,920 3,910 5,950 6,110 8,740 47,630 75,330 235,300 155,400 40,480 6,200 3,570 

 

 STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1903 - 2005, BY WATER YEAR (WY)                                  

  Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

Mean 58.4 87.3 105 144 279 582 845 1,027 1,195 341 60.4 37.0 
Max 369 411 720 616 1,779 2,949 4,222 5,719 4,635 1,960 571 199 
(WY) (1983) (1984) (1984) (1997) (1986) (1983) (1984) (1984) (1984) (1984) (1984) (1984) 
Min 10.3 10.3 10.0 10.0 30.1 104 29.9 11.3 6.27 5.71 3.68 6.53
(WY) (1932) (1932) (1932) (1932) (1932) (1934) (1934) (1934) (1931) (1931) (1931) (1931) 
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SUMMARY STATISTICS 

 Calendar Year 2004 Water Year 2005 Water Years 1903 - 2005 

Annual total  75,810    298,218    
Annual mean  207    817    396   
Highest annual mean    1,846 1984  
Lowest annual mean    34.8 1934  
Highest daily mean  796 Mar 22   5,400 May 20   7,820 May 18, 1984  
Lowest daily mean  25 Sep 15   31 Oct   1   2.0 Aug 25, 1931  
Annual seven-day minimum  27 Sep 12   34 Oct   1   2.4 Aug 22, 1931  
Maximum peak flow   5,520 May 20   7,870 May 18, 1984  
Maximum peak stage   8.49 May 20   10.08 May 18, 1984  
Annual runoff (ac-ft)  150,400    591,500    286,900   
10 percent exceeds  590    2,440    1,160   
50 percent exceeds  70    133    120   
90 percent exceeds  32    58    24   

 


